
Vertical Planetary Ball Mill for Glove Box Use is a necessary device of 

high-tech materials mixing, fine grinding, sample making, new 

product development and small batch production. Tencan planetary 

ball mill owns small volume, high efficiency, low noise and functional 

features which is a ideal equipment for R&D centers, universities, 

enterprises laboratory to get samples (each experiment can get four 

samples at the same time). It can be put into the glove box and grind 

anyany materials which have to be operated under the vacuum state or 

inert gas atmosphere inside the glove box.

Vertical Planetary Ball Mill for Glove Box Use has 

four ball grinding tanks installed on one turntable. 

When the turntable rotates, the tank axis makes 

planetary movements, the balls and samples 

inside the tanks are impacted strongly in high 

speed movement, and samples are eventually 

ground into powder. Various kinds of different 

materialsmaterials can be ground by the mill with dry or 

wet method. Minimum granularity of ground 

powder can be as small as 0.1um. 

Vertical Planetary Ball Mill for Glove 

Box Use is a kind of supper mini model 

of vertical planetary ball mill which is 

specially designed to be used for 

grinding materials under vacuum or 

inert gas atmosphere conditions inside 

the glove box.



Working Mode

Max Load Volume (Material+Balls)

Feed Size

Output Granularity

Rotation Speed Ratio(Revolution/Rotation)

Max.Continuous Operating Time

Materials of Jar

Two or four grinding jars working together

No more than 2/3 of mill jar volume

Soil & crispy materials≤10mm,Other materials≤3mm

Minimum up to 0.1um (different materials and grinding
process will be different)

1:2

 72 Hours

 stainless steel.agate,nylon,corundum, zirconia,etc

XQM-0.2S 220V/ 110V- 50/ 60Hz 60-580 120-1160 1-9999 1-999 58db

XQM-0.2S 0.09 Frequency Control 24 220X410X270

XQM-0.2S 0.2L 50ML 4 pcs


